Green STP
AD +

apreen



Minimal O & M, Energy autark, robust and reliable !
|deal for Decentralized applications !

Technology of AD +

e Anaerobic Digester for primary & secondary waste water treatment.
e Filtration & disinfection for tertiary treatment for non potable applications.
e Advance tertiary treatment like ozonation, UV, ultra-filtration, reverse osmosis for industrial reuse.

Green Sewage Treatment Plant - AD+/STP Series 5 CMD - 250 CMD
AD Tank Backwash Treated Water Plamf Power Reclaim .
Plant' Footprint ~ Water Tank Tank Footprint Cost Equ:pment
Capacity (Below/above  (Above  (Above/below (Above . Consumption Weight
Model No Ground)  Ground) Ground)  Ground) eting perday ¢ s
m2 Ltrs Kw  kw-hr (units)  INR Kg
AD+/STP-5 5 10 250 2-4 1x3 0.8 15 17 225 500
AD+/STP-10 10 20 300 4-6 1x3 0.8 15 10 350 800
AD+/STP-15 15 30 500 5-8 1.5x4 | 0.8 15 8 550 | 1,300
AD+/STP-20 20 40 500 6-10 1.5x4 | 0.8 15 6 700 | 1,600
AD+/STP-30 30 60 1,000 10-15 2x5 0.8 15 4 950 | 2,200
AD+/STP-50 50 100 1,000 15-25 2x6 0.8 15 2.5 | 1,400 | 3,200
AD+/STP-75 75 150 1,500 25-40 2x6 0.8 15 2 2,000 | 4,500
AD+/STP-90 90 170 1,500 30-50 2x6 1.2 25 2 2,500 | 5,600
AD+/STP-125 125 230 2,000 40 - 60 3x6 1.2 25 1.5 | 3,230 | 7,200
AD+/STP-150 150 270 3,000 70-90 3x8 1.2 25 1.2 | 5,000 |11,000
AD+/STP-200 | 200 350 3,000 | 100-120 | 4x38 1.5 30 1.1 | 5,200 |11,500
AD+/STP-250 | 250 420 3,000 | 120-150 | 4x8 1.5 30 1 5,200 |11,500

*Specifications are subject to change for design improvement.

Cascaded for higher capacity.
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